
 

  

MS KM3000GA45 
Technical Information 

IGBT Power Module 

 
 

 

 

 

Key Parameters 

VCE     
IC 
 

= 4500V 
= 3000A 
 

 

Features 
▪ 4500V Planar Gate & Field Stop Structure 
▪ High Robustness 
▪ High Reliability 
▪ Positive Temperature Coefficient 
▪ High Short Circuit Capability 

 

 

 

 

 

 

 

 

Applications 
▪ HVDC flexible system 
▪ Offshore wind power generation 

 

 

 
 
 
 

                                                                                    
                                

                              Equivalent Circuit Schematic 
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Absolute Maximum Ratings 

Symbol Characteristic Value Unit 

VCES Collector-Emitter Voltage 4500 V 

ICDC Continuous DC Collector Current (Tc=90°C, Tj=125°C) 3000 A 

ICRM Peak Collector Current (tp=1ms) 6000 A 

VGES Gate-Emitter Voltage ±20 V 

Ptot Total Power Dissipation (Tc=25°C, Tj=125°C) 31250 W 

IGBT Characteristics 

Symbol Characteristic Conditions 
Value 

Unit 
Min.  Typ. Max. 

BVCES Collector-Emitter breakdown Voltage VGE=0V, IC =10mA,Tvj=25°C 4500   V 

VCE(sat) 
Collector-Emitter  
Saturation Voltage 

Ic=3000A,VGE=15V, Tvj=25°C  2.65 3.15 V 

Ic=3000A,VGE=15V, Tvj=125°C  3.20 3.70 V 

VGE(th) Gate-emitter Threshold Voltage VGE=VCE, IC =480mA,Tvj=25°C 6.6  7.8 V 

ICES Collector-Emitter leakage Current 
VCE=4500V,VGE=0V, Tvj=25°C   1 mA 

VCE=4500V,VGE=0V, Tvj=125°C  13 30 mA 

IGES Gate-Emitter leakage Current VCE=0V,VGE=±20V, Tvj=125°C -500  500 ƞA 

QG Gate Charge VGE=±15V, Tvj =25°C  15  µC 

Cies Input Capacitance 
VCE=25V, VGE =0V, 
f=100KHz, Tvj=25°C 

 310  ƞF 

Coes Output Capacitance  22  ƞF 

Cres Reverse Transfer Capacitance  8  ƞF 

td(on) Turn-on Delay Time 

IC =3000A                
VCE = 2800 V              
VGE = ±15V           
RGon = 1.5Ω   
RGoff = 10Ω  
Cge=330nF 
LS=140nH   
Inductive Load 

Tvj=25°C  1240  
ƞs 

Tvj=125°C  1060  

tr Rise Time 
Tvj=25°C  610  

ƞs 
Tvj=125°C  600  

td(off) Turn-off Delay Time 
Tvj=25°C  6150  

ƞs 
Tvj=125°C  6780  

tf Fall Time 
Tvj=25°C  1080  

ƞs 
Tvj=125°C  1940  

Eon Energy Dissipation During Turn-on Time 
Tvj=25°C  16.9  

J 
Tvj=125°C  19.4  

Eoff Energy Dissipation During Turn-off Time 
Tvj=25°C  15.1  

J 
Tvj=125°C  18.0  

ISC SC Data 
tsc≤10µs,VGE≤15V, 
Tvj=125°C,Vcc≤3400V 

 11.6  kA 
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  MS KM3000GA45 
 

 

Diode Characteristics 

Symbol Characteristic Conditions 
Value 

Unit 
Min.  Typ. Max. 

IF Diode DC Forward Current   3000  A 

IFRM Diode Peak Forward Current tp=1ms  6000  A 

VF Forward Voltage 
IF=3000A,Tvj=25°C  2.75 3.15 V 

IF=3000A,Tvj=125°C  2.90 3.30 V 

Irr Peak Reverse Recovery Current 

IF =3000A          
VR=2800V 
-diF/dt =4000A/µs,  
Inductive Load 
 

Tvj=25°C  2050  
A 

Tvj=125°C  2400  

Qrr Recovered Charge 
Tvj=25°C  2560  

µC 
Tvj=125°C  4250  

trr Reverse Recovery time 
Tvj=25°C  1700  

ns 
Tvj=125°C  2300  

Erec Reverse Recovery Energy 
Tvj=25°C  4.2  

J 
Tvj=125°C  7.9  

Module Characteristics 

Symbol Characteristic Conditions 
Value 

Unit 
Min.  Typ. Max. 

Tjmax Maximum Junction Temperature     125 °C 

Tvj op Operating Junction Temperature  -40  125 °C 

Tstg Storage Temperature  -40  70 °C 

Rθjc Junction-to Case 
per IGBT-inverter   0.0032 °C/W 

per Diode-inverter   0.0061 °C/W 

Rθcs Case to Sink   
per IGBT-inverter  0.0007  °C/W 

per Diode-inverter  0.0015  °C/W 

Fm Mounting Torque  80  100 kN 

G Weight of Module   4180  g 
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Outline:          

 
 
 
 
 

 

 
 
 
 
 

 

 

 

MS Power GmbH 

Mergenthalerallee 79-81 

65760 Eschborn, Germany 

Web: www.mspowergroup.com 

Mail: info@mspowergroup.de 
 

Sales & Enquiry: 

sales@mspowergroup.de 

Technical Support: 

solution@mspowergroup.de 

After sales Service: 

service@mspowergroup.de 
 

Phone: +49 (0) 6196/7768 666 

Fax: +49 (0) 6196/7757 888 
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